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*vorlédufige Daten
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Textiles deco
. Das umweltfreundliche textile deco Material flir den
U m We ltfre u n d l | C h kurzfristigen Einsatz im Freien erhoht die Ressourcen-

effizienz und schont damit die Umwelt.

d u rC h re Cyce lte G a ' e Durch die Verwendung von Recyclinggarnen als Grund-

gewirke ist die Riickverfolgbarkeit des Recyclingprozesses
gewahrleistet.

Die formstabilen Gewirke transportieren Ihre Druckbot-
schaft auf Messe- & Ladenbau, Wand-/Racksystem,
Aluminiumrahmen mit Weichkeder (SEG) und Keilrahmen.

Bedruckbarkeit & Handhabung

Brillante Farben

DIN 41020 B1 * of / oo + Bedruckbar mit Latex-, UV- und DyeSub Tinten
NFPA701Testl Rl . (Direkt & Transfer)

EN 13501-1 : By S « Nahbar und faltbar
(B-s1-d0) e R —

+ Rollenldngen von bis zu 500 Ifm

Benefits & Features Technische Informationen “vortiufige paten

PVC-freier, recycelter S -
D i S p l a yStO ﬁ Beschichtungsmaterial PVC-frei

Flachengewicht DIN EN ISO 2286-2 215g/m? ;
+ Tragergewirke aus 100% recycelten Garnen 3
. . Hochstzugkraft DIN EN ISO 1421-1 350/1500 N/5 =
« Umweltfreundlich, da 100% PVC-frei oehsuere [1500 N5 em :
« Garne recycelt nach GRS Norm 4.0 Produktionsbreite bis zu 505 cm
(GIObal ReCyCle Standard) sch " barkeit DIN 4102 B1 | NFPA 701 Test 1| 3
. . chwerentrlammbarkel E

« Freivon Schwermetallen, Phthalaten, Weichmachern EN 13501-1 (B-s1-d0)

und Isocyanat-haltigen Verbindungen
+ Formstabil & blickdicht

« Ultraleichtes Material fiir leichtere Handhabung
wahrend der Verarbeitung E

+ Geringe Transportkosten & ressourcen- Wir sind telefonisch flir Sie da +49 5468 7774 321
effiziente CO2 Reduzierung

Lagerstabilitat 12 Monate in gem. Klima

Oder schreiben Sie uns heysign@heytex.com g
« Erfillt Bauvorschriften nach Schwerentflammbarkeit =

Entdecken Sie mehr Ideen auf www.heytex.de 0 @ mﬁ; Eine Marke von H EYtEX®,"
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Textile deco

H The environmentally friendly textile deco for shortterm
Environmentally

outdoor use increases resource efficiency and thus

frlend ly usi ng recycled protects the environment.

By using recycled yarns as knitted base fabric the
traceability of the recycling process is ensured.

The dimensionally stable knitted fabrics transport your
print message on exhibition stand & store construction,
wall mounting/rack system, silicone edge graphics (SEG)
and stretcher bars.

Printability & Handling
Brilliant colors

+ Printable with Latex-, UV- and DyeSub (direct and

DIN 41020 B1 transfer)
NFPA 701 Test 1 N . ~3
EN 13501-1 3 —— + Sewable and foldable
(B-s1-d0) T — « Roll length up to 500 Ifm | 546.2 yds
Benefits & Features Technical Informationen preiminary dta
Knitted base fabric DIN EN1SO 2076 100% recycled yarns
PVC-free, recycled
. l f b . Coating material PVC-free
D I S p a y a rl C Total weight DINENISO2286-2  215g/m?|6.30z/yd?
+ Knitted base fabric made of 100% recycled yarns rensile strength DN EN 150 14911 jzol//lflobof N/5cm |
« Environmentally friendly, 100% PVC-free SR &
« Yarns recycled acc. to GRS (Global Recycle Standard) Production width upto 505 cm [up fo 198.81n f
4.0 “ - DIN 4102 B1 | NFPA 701 Test 1 | S
ame retardancy >
« Free from heavy metals, phthalates, plasticizers and EN 135011 (B-s1-d0)
isocyanate-containing compounds Storage stability 12 months in temperate zones ,
« Dimensionally stable with perfect opacity No labity s assumedfor a rtors Misrint and rors excepte 5
time out prior 10tiC € product s subjec ) cti )] G
« Ultralight material for easier handling at object time v
« Low transport costs & resource-efficient CO2 :
reduction We are here for you by phone+49 5468 7774 321
+ Meets building regulations according to flammability Or contact us at heysign@heytex.com g

Discover more ideas at www.heytex.de O @ Y cemade In Abrand of HEYtEX®,"



