
AGRICULTURE  | HEYGREEN

Application Article Coating Weight Tensile strength Tear resistance 
DIN EN 17679

Adhesion Methane        
permeability

Other attributes

biogas

biogas type II 
H5257

PVC 920 g/m² 
27 oz/yd²

≥ 4000/4000 N/5 cm 
≥ 457/457 lbf/inch

≥ 550/500 N 
≥ 124/112 lbf

≥ 100 N/5 cm 
≥ 11 lbf/inch

< 500 cm³/
(m²*d*bar)

vivatex® biogas type II 
H7257

PVC 920 g/m² 
27 oz/yd²

≥ 4000/4000 N/5 cm 
≥ 457/457 lbf/inch

≥ 550/500 N 
≥ 124/112 lbf

≥ 100 N/5 cm 
≥ 11 lbf/inch

< 500 cm³/
(m²*d*bar)

recycled 
polyester yarns

biogas type III 
H3258

PVC 1200 g/m² 
35 oz/yd²

≥ 5800/5400 N/5 cm 
≥ 662/617 lbf/inch

≥ 900/800 N 
≥ 202/180 lbf

≥ 110 N/5 cm 
≥ 13 lbf/inch

< 500 cm³/
(m²*d*bar)

biogas with 
flame 
retardancy

biogas type II FR 
H3554

PVC 900 g/m² 
27 oz/yd²

≥ 4000/4000 N/5 cm 
≥ 457/457 lbf/inch

≥ 550/500 N 
≥ 124/112 lbf

≥ 100 N/5 cm 
≥ 11 lbf/inch

< 500 cm³/
(m²*d*bar) DIN 4102 B1

biogas type III FR 
H3558

PVC 1200 g/m² 
35 oz/yd²

≥ 5800/5400 N/5 cm 
≥ 662/617 lbf/inch

≥ 900/800 N 
≥ 202/180 lbf

≥ 110 N/5 cm 
≥ 13 lbf/inch

< 500 cm³/
(m²*d*bar) DIN 4102 B1

biogas acc. 
to TRAS

biogas type II TRAS 
H3654

PVC 900 g/m² 
27 oz/yd²

≥ 4000/4000 N/5 cm 
≥ 457/457 lbf/inch

≥ 550/500 N 
≥ 124/112 lbf

≥ 100 N/5 cm 
≥ 11 lbf/inch

< 500 cm³/
(m²*d*bar) Surface resistance at 

23°C/30% rel. humidity 
<10ˆ11Ω

FR acc. to DIN 4102 B1biogas type III TRAS 
H3655

PVC 1200 g/m² 
35 oz/yd²

≥ 5800/5400 N/5 cm 
≥ 662/617 lbf/inch

≥ 900/800 N 
≥ 202/180 lbf

≥ 110 N/5 cm 
≥ 13 lbf/inch

< 500 cm³/
(m²*d*bar)

Light fastness: 7-8 | temperature resistance: -30°C up to +70°C (-22°F up to 158°F) | Flame retardancy ≤ 100 mm/min 
Further items, colors and specifications on request. Product information without legal binding. Subject to alterations without prior notice; errors including printer’s errors. The product is subject to 
fluctuations. Certain data are rounded up to the nearest full value. FR certificates may not apply to all colors.

SUSTAINABLE
TEXTILES

by Heytex

© Heytex Bramsche GmbH · info@heytex.com  | Version 2024.11

Product Portfolio



HEYTEX.COM

AGRICULTURE | HEYGREEN

SAFE AND EFFICIENT ENVIRONMENTAL PROTECTION.

The HEYgreen materials from Heytex are utilized to ensure a secure and 
effective covering of biogas plant installatioins, optimizing the biogas  
generation process and minimizing emissions.

MADE IN 
GERMANY

Application example: Shutterstock

Additionally to the HEYgreen range, our variant allrounder with a  
recycled base carrier also underlines our commitment to expanding  
sustainable solutions and reduces the CO2 footprint.

•	 Allrounder, suitable for membranes for biogas plants or 
protective manure covers

•	 Flame redardant versions

•	 Variants fulfill requirements to antistatic and reflective  
values to safety guideline TRAS 120

•	 Tailor-made for all phases of the biogas process by  
offereing optimal material characteristics

Methane Gas Permeability	  
Our products provide higher efficiency that help to offer a 
safer solution that is more acceptable to nearby residents

Weldable	  
Our textiles are weldable using all common welding  
processes 


